220 


WM. FRANKFURTH HARDWARE CO 


COMBINATION VISES AND ANVILS 

DIAMOND 



For Small Work. As a Pipe Vise. Adjustable for Large Work. 

, Each 

No. 42—4 inch Steel Faced Jaws Opening 12 inches, Green Painted Cast Iron Body, 3x7 inch Hardened and Polished Iron 
Anvil Face, %xl0^ inch Steel Screw, Small Jaw Can be Quickly Set at Any Position, Holds 2 inch Pipe, without 
Drill Attachment ...($6.00 



C ut Showing Drill Attachment 

Attached to Vise. 


Weight Each, Boxed, 42 Pounds. 
One in a Box. 


DIAMOND DRILL ATTACHMENT 


Each 

Vo. 42A—Diamond Drill Attachment, Cast Iron, Painted Green, Polished Head, Takes 

Square Shank Bit Stock Drills up to % inch .$8.00 

Weight Each, Boxed, 15 Pounds. 

One in a Box. 



EXTRA PARTS FOR DIAMOND VISE AND 
DRILL ATTACHMENT 


For Diamond Vise. 


Each 

No. i—Body . $ 3.00 

No. 2—Large Jaw . 1.75 

No. 8 — Small Jaw . 1.00 

No. 4—Cast Nut.50 

No. 5—Screw and Handle. 1.30 

For Diamond Drill Attachment. 

Each 

No. 6—Frame .$1.00 

No. 7—Back Rest. 1.00 

No. 8—Spindle .30 

No. 0—Crank Handle .50 














